
4Metal to Wood Screws

4Type 17 Point For Fast Drill Times

4Hi-Low Thread For Increased Hold

4Top Quality Galvanizing 
Powder Coated Painted Heads

4Metal to Metal Self Drilling Screws

4Extra Sharp Drill Points

Lasting Quality

METAL BUILDING SCREWS
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MW1G Metal to Wood Fastener 9 x 1" 5M 8.6  36

MW15G Metal to Wood Fastener 9 x 1 1/2" 2.5M 10.9  36

MW2G Metal to Wood Fastener 9 x 2" 2M 13.0  36

MW25G Metal to Wood Fastener 9 x 2 1/2" 1.5M 15.2  36

MW3G Metal to Wood Fastener 9 x 3" 1M 17.9  36

Part # Product Size Packing Weight/M Pallet/Qty

METAL BUILDING SCREWS

Metal To Wood

MW34STITCHSP Stitch Screw 12 x 3/4"  1/4" 2.5M 15.20 36

Part # Product Size Packing Weight/M Pallet/Qty

Stitch Screw

• Used to fasten metal roofing and siding to wood substrate

• Type 17 point, Hi-Lo thread

• C1022 steel hardened, with EPDM washer

• Galvanized minimum of 1000 hour salt spray

Powder Coated Head Painted Screws Available
To Match All Popular Metal Roofing and Siding Manufacturers!           

ACQ  Approved

Galvanized Screws packed 500 Pcs per Bag
Powder Painted Head screws packed 250 Pcs per bag

www.alamoforestproducts.com

Alamo Forest Products Wholesale Division Locations

Tyler (Sales/Warehouse)
13227 Eighth Street
Tyler , TX  75708
Phone 903-877-4830
Fax 903-877-4835

San Antonio (HQ & Sales office)
10800 Sentinel Drive
P.O. Box 17258
San Antonio, TX  78217
Phone 210-352-1300
Fax 210-653-7468

Atlanta (Sales Office)
1560 Ozora Road
Loganville, GA
Phone 770-466-8492
Fax 770-554-2568

Dallas (Sales Office)
2420 Creek Ridge Dr. 
McKinney, Texas 75070 
214-726-0302 Office 
972-548-8018 Fax
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